Tiéu chuén ap dung / Application standard: TCVN 5935-1
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1 | CXV 3x2.5+1x1.5 7 0.67 <22 7 0.52 <17 0.7 0.7 1.8 12.9 7.41 12.1 |0.2305|2000| 1100
2 | CXV 3x4.0+1x2.5 7 0.86 <27 7 0.67 <22 0.7 0.7 1.8 14.2 4.61 7.41 10.3060(2000| 1200
3 |CXV 3x6.0+1x4.0 7 1.04 <33 74 0.86 <27 0.7 0.7 1.8 15.7 3.08 | 4.61 |0.4017|2000| 1300
4 |CXV 3x10+1x6.0 7 |Compact| 3.6-4.0 T 1.04 <33 0.7 0.7 1.8 171 1.83 | 3.08 |0.5484|1000| 1000
5 |CXV 3x16+1x10 7 |Compact| 46-52 7 | Compact| 36-40 | 0.7 0.7 1.8 19.3 1.15 | 1.83 |0.7792/1000 1100
6 |CXV 3x25+1x16 7 |Compact| 56-6.5 7 | Compact| 46-52 | 0.9 0.7 1.8 225 | 0.727 | 1.15 |1.1461/1000| 1300
7 | CXV 3x35+1x16 7 |Compact| 6.6-75 7 | Compact| 46-52 | 0.9 0.7 1.8 245 | 0.524 | 1.15 |1.4434/1000| 1300
8 | CXV 3x35+1x25 7 |Compact| 6.6-7.5 7 |Compact| 56-65 | 0.9 0.9 1.8 25.5 | 0.524 | 0.727 |1.5529/1000| 1400
9 | CXV 3x50+1x25 7 |Compact| 7.7-86 7 |Compact| 56-65 | 1.0 0.9 1.9 28.1 | 0.387 | 0.727 |1.9582|/1000| 1500
10 | CXV 3x50+1x35 7 |Compact| 7.7-8.6 7 |Compact| 66-75 | 1.0 0.9 1.9 28.8 | 0.387 | 0.524 |2.0622|/1000| 1500
11 | CXV 3x70+1x35 19 |Compact| 9.3-10.2 7 | Compact| 66-75 | 1.1 0.9 2.0 32.5 | 0.268 | 0.524 |2.7174/1000| 1600
12 | CXV 3x70+1x50 19 |Compact| 9.3-10.2 7 | Compact| 7.7-86 | 1.1 1.0 2.0 33.3 | 0.268 | 0.387 |2.8558/1000| 1600
13 | CXV 3x95+1x50 19 |Compact| 11.0-12.0 | 7 |Compact| 7.7-86 | 1.1 1.0 221 36.6 | 0.193 | 0.387 |3.6394| 500 | 1400
14 | CXV 3x95+1x70 19 |Compact| 11.0-12.0 | 19 | Compact| 9.3-102 | 1.1 1.1 22 38.0 | 0.193 | 0.268 |3.8789| 500 | 1400
15 |CXV 3x120+1x70 | 19 |Compact|12.3-135| 19 | Compact| 93-102 | 1.2 1.1 23 40.9 | 0.153 | 0.268 |4.6320| 500 | 1500
16 |CXV 3x120+1x95 | 19 |Compact| 12.3-13.5| 19 | Compact|11.0-120| 1.2 1.1 2.3 41.9 | 0.153 | 0.193 |4.8983| 500 | 1500
17 |CXV 3x150+1x70 | 19 |Compact| 13.7-15.0 | 19 | Compact| 9.3-102 | 1.4 1.1 24 44.7 | 0.124 | 0.268 |5.5446| 500 | 1500
18 |CXV 3x150+1x95 | 19 |Compact|13.7-150| 19 | Compact | 11.0-120| 1.4 1.1 24 45.7 | 0.124 | 0.193 |5.7935| 500 | 1600
19 |CXV 3x150+1x120| 19 |Compact|13.7-15.0| 19 | Compact |123-135| 1.4 1.2 2.5 46.8 | 0.124 | 0.153 |6.0659| 500 | 1600
20 |CXV 3x185+1x95 | 37 |Compact|15.3-168 | 19 | Compact|11.0-120| 1.6 1.1 2.6 49.7 | 0.0991| 0.193 |6.9279| 500 | 1700
21 | CXV 3x185+1x120| 37 |Compact| 153-16.8 | 19 | Compact |123-135| 1.6 1.2 2.6 50.6 | 0.0991| 0.153 |7.1824| 500 | 1800
22 | CXV 3x185+1x150 | 37 |Compact|153-16.8 | 19 | Compact |13.7-150| 1.6 1.4 2.6 51.8 | 0.0991| 0.124 |7.4897| 500 | 1800
23 | CXV 3x240+1x120| 37 |Compact|17.6-19.2 | 19 |Compact |123-135| 1.7 1.2 2.8 556.9 | 0.0754| 0.153 |8.9395| 250 | 1500
24 |CXV 3x240+1x150| 37 |Compact|17.6-19.2 | 19 | Compact |13.7-15.0| 1.7 1.4 2.8 57.1 | 0.0754| 0.124 |9.2520| 250 | 1500
25 |CXV 3x240+1x185| 37 |Compact|17.6-19.2 | 37 | Compact |153-16.8| 1.7 1.6 2.8 58.2 | 0.0754|0.0991|9.6201| 250 | 1500
26 |CXV 3x300+1x150| 37 |Compact|19.7-216| 19 | Compact |13.7-15.0| 1.8 1.4 2.9 61.5 | 0.0601| 0.124 111.0686 250 | 1500
27 | CXV 3x300+1x185| 37 |Compact| 19.7-21.6 | 37 | Compact |153-168| 1.8 1.6 3.0 62.8 | 0.0601|0.099111.4709 250 | 1500
28 | CXV 3x300+1x240| 37 |Compact|19.7-21.6 | 37 | Compact |17.6-192| 1.8 1.7 3.0 64.5 | 0.0601|0.0754 (12.0691 250 | 1600
29 |CXV 3x400+1x240| 61 |Compact|22.3-246| 37 | Compact |17.6-19.2| 2.0 1.7 3.3 70.9 | 0.0470|0.0754 [14.8053 250 | 1800
30 | CXV 3x400+1x300| 61 |Compact|22.3-24.6 | 37 | Compact|19.7-2161 2.0 1.8 3.3 72.3 | 0.0470|0.0601115.4193 250 | 1800

Gia tri danh nghia la co’ s& clia cac gia tri cin dwoc kiém tra bing phép do c¢6 tinh dén cac dung sai qui dinh

Nominal values give rise to values to be checked by measurements taking into account specified tolerances

Ngoai cac san pham cé trong bang. cac san pham khac ciing dwoc san xuét véi quy cach TSKT theo yéu ciu cua khach hang
In addition to products listed in the table above. the others products are also provided according to requirement of the customers
CADI-SUN gii¥ quyén thay dbi kiéu dang, thong tin va dic tinh ky thuat trong catalogue nay ma khéng cén bao truwéc
CADI-SUN reserves the right to change designs, information and specifications which contained in this catalogue without prior notice




