SD Electric Screwdriver
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100% Current Control
Screwdriver for Micro Torque

} Electric Screwdriver

§ 40V =5A max.

| SEHAN




Sehan guarantees
that our products
certainly help for A /Q :
enhancing assembly quality = =

Covering specially for low torque range

Easy configuration, Easy setting

Optimized circuit design for motor performance

Stable operation, maintenance free, Long life time and
low noise

Both handheld and automation are available

Able to control torque, angle and speed

Brushless motor used

No particular installation is required therefore it is able to
operate anywhere you want

Ergonomic design

100% current control screwdriver

SD screwdrivers are supplied in an ESD-capable housing
as standard.

Freely and easily setting is possible by software program

Data is manageable by internal storage and output via
RS232 as well




Each preset has own toeque value, speed, angle
setting (Up to 8 preset]

Each preset no. is simply selected by sensor when
picks up a screw
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SD Electric Screwdriver

(Manual) Controller

Type RPM RPM

Min  Max Min Max = Min | Max

L EVE R Model | Torque Unit Speed Speed Weight | Bit Type | Dedicated
B (Auto) g

SD120 0.3 1.5 240 1,000 150 1,000 0.26 ® 4mm SDC-24

r SD200 0.5 2.0 420 1,000 300 1,000 0.29 O 1/4 SDC-24
® 4mm

SD300 1.0 3.0 360 890 200 1,000 0.29 O 1/4 SDC-24
® 4mm

SD600 1.5 6.0 190 710 150 1,000 0.33 Q 14 SDC-24
® 4mm

SD1000 2.0 10.0 130 430 100 750 0.38 O 1/4 SDC-24
® 4mm

SD1500 3 15 120 400 100 430 0.38 O 1/4" SDC-40
O 1/4"

SDO5N 1.00 500 400 1,000 100 1,000 0.64 SDC-40
® 4mm

SDO9N 150 9.00 300 1,000 100 1,000 0.65 O 1/4 SDC-40
® 4mm

SD18N 40 18.0 300 900 100 1,000 0.75 O 4 SDC-40

SD28N 50 28.0 190 780 100 1,000 0.75 O 14 SDC-40

SD070, SD120, SD200, SD300 SD1000 SDO5N, SDO9N, SD18N, SD28N
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Unit : mm



Specifications / Layout

Auto_ Model | Torque Unit Speed Speed Weight Vacuum| Bit Type @ Dedicated
""""""""""""""" (Auto) (Manual) kg Assy Controller

mation RPM RPM

Min  Max  Min Max Min Max

Type SD120Z 03 15 400 1,000 150 100  0.46 ® 4mm  SDC-24
SD200Z 05 2.0 420 1,000 300 1,000 0.46 ® 4mm  SDC-24
SD300Z 1.0 3.0 360 890 200 1,000 0.46 ® 4mm  SDC-24

SDA120 03 1.5 400 1,000 150 100 0.46 (¢ ® 4mm  SDC-24
SDA200 0.5 2.0 420 1,000 300 1,000 0.46 o ® 4mm  SDC-24
SDA300 1.0 3.0 360 890 200 1,000 0.46 (o) ® 4mm  SDC-24
SDA600 15 6.0 190 710 150 1,000 0.46 o O /4" SDC-24
SDA1000 2.0 10.0 130 430 100 750  0.67 (¢ O /4 SDC-24

SDAOSN 1.0 50 240 1,000 100 1,000 0.68 o) O 1/4 SDC-40
® 4mm

SDAOON 15 9.0 300 1,000 100 1,000 0.69 (o) O 1/4 SDC-40
® 4mm

SDA18N 4.0 18.0 300 900 100 1,000 0.75 O O 14 SDC-40

SDA28N 50 280 190 780 100 1,000 0.75 o O 14 SDC-40

¥ For vacuum assy, mouthpiece is not incoperated

SDAOSN, SDAOYN,
SDA18N, SDA28N

SDA070, SDA120,

SDA200, SDA300 SDA600, SDA1000

192.8
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196.65 | o3 75

326.95
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134.15
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Unit : mm



SD Electric Screwdriver

Detectable errors
with SD

The screwdriver itself detects and notifies you
of screw fastening errors.
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Seized Missing Unseated Cross
parts parts Screw threaded
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Cam out Stripped Missing Recessed
Screw hole Screw Screw

Makes setting and
programmable easily
via our software,
Smart-Manager

Data can be documented
Advanced fastening strategies
Real time monitoring for every sigle fastening
Individual settings for each preset

Graph representation of torque values
Built-in a function of screw counting

SD18N




SDC-24 / SDC-40 Controller

Specifications / Layout

No ltem Specification
1 Model SDC-24 SDC-40
2 Input AC120VC or AC230VC, 50/60Hz, 2A AC120VC or AC230VC, 50/60Hz, 3A
S OQutput DC24V, max 5 A DC24V, max 5 A
4 Fuse AC250V, 6.3A AC250V, 10A
5 Preset 8 Presets are available
1. Front panel button
6 Select a preset number 2. 25P 1/0
3. 8 direct sensor connect
7 Torque tolerance +10%
8 Error display Error display by code no. in a system
9 Fastening quality control OK/NG judge by torque, angle and time
10 Screw counter Possible to set by parameter
11 Software (Smart manager) MS window base, Possible to set all parameter
12 Communication Port USB, RS232C available
SDC-24 SDC-40
Controller ON
A SDC-40 c
280
133

Unit :

mm
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