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Model�
number

Layer Voltage &XUUHQW
Bulb

Certi�cates Weight Color
6SH� Standard

Parts
QR�

67��0�
Steady

67��0����
Steady�/w�
built-in�buzzer

ST56MBF
Steady/
Flashing

ST56MBF-BZ
Steady/Flashing�
/w�built-in�buzzer

�

�&��&��9
�&��&��9
�&���9
�&���9

0.925A
0.514A
0.095A
0.046A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S
T16x35�15S
T16x35�15S

�
��
��
��

DC�only

0.30kg
0.30kg
0.30kg
0.30kg

●�5�5HG

�

�&��&��9
�&��&��9
�&���9
�&���9

1.851A
1.028A
0.191A
0.093A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S
T16x35�15S
T16x35�15S

�
��
��
��

0.39kg
0.39kg
0.39kg
0.39kg

●�5�5HG
●����UHHQ

�

�&��&��9
�&��&��9
�&���9
�&���9

2.776A
1.543A
0.286A
0.140A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S
T16x35�15S
T16x35�15S

�
��
��
��

0.46kg
0.46kg
0.46kg
0.46kg

●�5�5HG
●�A-Amber
●����UHHQ

�

�&��&��9
�&��&��9
�&���9
�&���9

3.702A
2.057A
0.382A
0.186A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S
T16x35�15S
T16x35�15S

�
��
��
��

0.54kg�
0.54kg
0.54kg
0.54kg

●�5�5HG
●�A-Amber
●����UHHQ
●�B-Blue

�

�&��&��9
�&��&��9
�&���9
�&���9

4.627A
2.572A
0.477A
0.233A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S
T16x35�15S
T16x35�15S

�
��
��
��

0.62kg
0.62kg
0.62kg
0.62kg

●�5�5HG
●�A-Amber
●����UHHQ
●�B-Blue
●���White

Ordering�Speci�cation

Signal/�Audible�Line�Current(per�each�layer)

����yPv�D�vyx

•�2�buzzer�sound�types�:�Both�prolonged�(beep,�beep)�
��and�staccato�(beep,�beep,�beep)�buzzer�output�available�

•�Wall�mount�bracket�options�:�Bracket�structure�allows�for
��threading�through�the�bracket�hole�or�into�the�wall Wall�Mount�Bracket

7m6��
Wall�Mount�Bracket

7m���

�� ��

e�����

67��0�
67��0���o
ST56MBF
ST56MBF-BZ

Steady

Built-in�Buzzer�Steady

Steady/Flashing

Built-in�Buzzer�
Steady/Flashing

67��0��Ø56mm�Direct�Mount,�Bulb�Steady/Flashing

67��0���rUvr�

Built-in�buzzer�output�
holes�formed�on�the
housing�of�the�product.

Voltage �&��&��9 �&��&��9 �&���9 �&���9

Signal�Line�Current 0.925A 0.541A 0.095A 0.046A

Audible�Line�Current 0.016A 0.031A 0.027A 0.030A

67��0� � � � �� � 5��

[Model�number] [Layer] [Voltage] [Color]

� � � �

��67��0�
��67��0����
��ST56MBF
��ST56MBF-BZ

��1-1Layer
��2-2Layers
��3-3Layers
��4-4Layers
��5-5Layers

������&��9
������&��9
�������&���9
�������&���9

●�5�5HG
●�A-Amber
●����UHHQ
●�B-Blue
●��-White

67��0� Ø56mm�Bulb�Steady/Flashing�Tower�Lights�



����������www.qlight.com

Model�
number

Layer Voltage &XUUHQW
Bulb

Certi�cates Weight Color
6SH� Standard

Parts
QR�

67���
Steady

67������
Steady�/w�built-
in�buzzer

ST56BF
Steady/
Flashing

ST56BF-BZ
Steady/
Flashing�/w�
built-in�buzzer

�

�&��&��9
�&��&��9
�&���9
�&���9

0.925A
0.514A
0.095A
0.046A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S�
T16x35�15S
T16x35�15S

�
��
��
��

DC�only

0.45kg
0.45kg
0.45kg
0.45kg

●�5�5HG

�

�&��&��9
�&��&��9
�&���9
�&���9

1.851A
1.028A
0.191A
0.093A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S�
T16x35�15S
T16x35�15S

�
��
��
��

0.53kg
0.53kg
0.53kg
0.53kg

●�5�5HG
●����UHHQ

�

�&��&��9
�&��&��9
�&���9
�&���9

2.776A
1.543A
0.286A
0.140A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S�
T16x35�15S
T16x35�15S

�
��
��
��

0.61kg
0.61kg
0.61kg
0.61kg

●�5�5HG
●�A-Amber
●����UHHQ

�

�&��&��9
�&��&��9
�&���9
�&���9

3.702A
2.057A
0.382A
0.186A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S�
T16x35�15S
T16x35�15S

�
��
��
��

0.69kg
0.69kg
0.69kg
0.69kg

●�5�5HG
●�A-Amber
●����UHHQ
●�B-Blue

�

�&��&��9
�&��&��9
�&���9
�&���9

4.627A
2.572A
0.477A
0.233A

��9���
��9���
���9���
���9���

T16x35�15S
T16x35�15S�
T16x35�15S
T16x35�15S

�
��
��
��

0.77kg
0.77kg
0.77kg
0.77kg

●�5�5HG
●�A-Amber
●����UHHQ
●�B-Blue
●���White

Please�refer�to�page�268�ST56MB�type�for�signal/�audible�line�current.

•�Customized�pole�length�available�
��2�buzzer�sound�types�:�Both�prolonged�(beep,�beep)�and�staccato�(beep,�beep,�beep)�
��buzzer�output�available

����yPv�D�vyx

67���
67�����o
ST56BF
ST56BF-BZ

Steady

Built-in�Buzzer�Steady

Steady/Flashing

Built-in�Buzzer�
Steady/Flashing

�� ��

e�����

0y�x�vxt��UD�Nr�

Ordering�Speci�cation

67����Ø56mm�Pole�Mount,�Bulb�Steady/Flashing

67�����rUvr�

Built-in�buzzer�output�
holes�formed�on�the
housing�of�the�product.

Please�refer�to�page�34-39�for�detailed�dimensions.

67��� � � � �� � 5�� � �m�d

[Model�number] [Layer] [Voltage] [Color] [Mounting�bracket]

� � � � �

��67���
��67������
��ST56BF
��ST56BF-BZ

��1-1Layer
��2-2Layers
��3-3Layers
��4-4Layers
��5-5Layers

������&��9
������&��9
�������&���9
�������&���9

●�5�5HG
●�A-Amber
●����UHHQ
●�B-Blue
●��-White

��1RQH�
-Standard
��Bracket
��/���
��/���
��4���
��6���
��4/��
��6/��
��4/���

67��� Ø56mm�Bulb�Steady/Flashing�Tower�Lights�

Standard /��� /��� 4��� 6��� 4/�� 6/�� 4/���

Steel Steel 3& 3& Al 3& Al 3&
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7r�uxv�Dw�ivDtUDP (Units�:�mm)

•�External�power�line�standard�:�UL1015�AWG18(0.75sq)×2C�400mm

•�Signal�line�standard�:�UL1007�AWG22(0.3sq)�400mm

Please�refer�to�page�274�for�detailed�wiring�instructions.

mvUvxt�,x��U���vyx�

ST56B : AC/DC
ST56B-BZ : AC/DC
ST56BF : AC/DC

ST56BF-BZ : AC/DC

LAYER

1

2

3

4

5

L

371

441

511

581

651

LAYER

1

2

3

4

5

L

436

506
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70
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M18 1.5 THREADM18 1.5 THREAD

70
10

L
65

26
20

0

LAYER

1

2

3

4

5

L

157

227

297

367

437

LAYER

1

2

3

4

5

L
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292
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432
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Ø8 CABLE ENTRY

PCD 40

360˚/3- M4 BOLT

Ø56

12
77

L
70

10

Ø56

10
70

L
14

2
12

ST56MB : AC/DC
ST56MB-BZ : DC
ST56MBF : DC

ST56MB-BZ : AC
ST56MBF : AC
ST56MBF-BZ : AC

67��0���67��� Ø56mm�Bulb�Steady/Flashing�Tower�Lights�


